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ELF - a low weight mosquito class 1m span discus launched glider.

The ELF allows the pilot to soar in small places as never before.

ELFôs high tech construction makes the model stronger and lighter.

The ELF gives a lot of fun in a small package!

ELFôs high prefabrication allows the model to be assembled in only one or two evenings.

Ready to fly weight of
only grams!

(Dependent  upon R/C, battery and  construction .) 
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1) Wing

2) Boom

3) Sheath

4) Pod

5) Fin & rudder

6) Tailplane (stab)

7) L shaped wire & heatshrink

8) Wire -in-tube pushrod end fittings (3)

9) Winglet (2)

10) V-mount

11) Rudder horn

12) Pushrods (2)

13) Pushrod outer guide (one only)

14) Wing attachment bolts

1

8

4
2

3

7

9 1110 5 6 12

SmartLiPo 240 (Li -Po, regulator & charger)

Servos: Diamond D47, Ripmax SD100, Blue Arrow 2.5g

Receiver: Spektrum AR6250, AR6255 (case removed), 
AR6100e, Jeti Duplex R4 & R5, Schulze Alpha -535

Medium & thick cyanoacrylate glue (CA)

Craft knife

Pen

Ruler

Masking tape

150 sandpaper

Pliers

Desire J
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Other receivers: 
Futaba R6004FF, 
Orange DSM2 compatible, 
Blue Arrow R3P5 -H/T
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Cut and sand the throwing winglet so it is 

comfortable for you.

1 2
Identify the winglet tip ïthe left wingtip if 

you are right handed, or vice versa.

Fill the wing tip slot with thick CA.

Quickly slide in the winglet and fill any 

gaps with more thick CA.

3 4
Fill in the slot on the other wing with thick 

CA. Optionally add a little weight to 

balance. Or fit the other winglet so 

everyone can enjoy flying your Elf!
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1

Mark 50mm from the bottom of the rudder. 

Cut a groove for the horn.

2

Fit the rudder horn in place and glue.

3

Cut a groove in the center of the stabilizer 

just behind the spar. Do not cut into the 

carbon! 

4

Glue V-mount with the wide side forward. 

Do not fit the wire axle.

front
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Insert the fin into the slot in the boom, 

carefully glue with cyano on both sides. Carefully glue the V mount to be boom.

Do not get CA on the V mount hinge!

1

Dry assemble the V mount and the pod 

on the boom, do not glue them.

Install the stabiliser on the V mount, adjust 

so it is perpendicular to the fin.

2 3 4
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1 2
Screw the wing to the pod. Slide on the 

sheath and adjust the pod position so the 

boom touches the sheathôs nose. 
Sand the rear hole in the pod and the 

boom contact surfaces.

Glue the pod rear hole to the boom 

with CA.

Remove the wing and CA the pod 

underside to the boom.

Adjust so the wing is aligned 

correctly, as above.

3 4 5
Wing

Stabiliser


